
1997 and up Lexus ES-300
The REAR DOOR on this vehicle is equipped with
a horizontal linkage rod that can be attacked at
the extreme rear of the door.  The rod itself is
hidden behind a black plastic guard, but the
guard can be seen easily. (see photo below).

Step 1 - Begin by wedging open the window of
the REAR DOOR as far as possible.  Insert an
inspection light into the door and locate the
black plastic guard that protects the linkage.  

Step 2 - Insert the hooked end of the tool into
the door so that the end of the tool is pointed
toward the front of the car.  Place the tip of the
tool against the top of the plastic guard and gen-
tly push the tool past the top edge of the guard.
Once the tool has slipped over the tope of the
guard, angle the tip of the tool downward and
"fish" for movement.

Step 3 - Once the tool has hooked onto the link-
age rod, pull the linkage toward the rear of the car
by pulling upward on the tool.  As soon as the car
is unlocked, the alarm will sound and attempt to
re-lock the car. However, the TT-1021 will give
you a strong enough grip on the linkage to be
able to override the alarm.  You should be able to
easily open the door while holding the linkage
against the pull of the motor.

IMPORTANT - Once the car has been opened, the
alarm can be reset by turning the key in the driv-
er side door, or by using the key-fob transmitter.
If neither are available, you may want to discon-
nect the battery while a key is being made.

View inside the door. Note that the tool
slides over the tip of the black plastic
guard.

1997 and up 
Chevrolet Venture,
Oldsmobile Silhouette 
& Pontiac Trans Sport
These mini-vans use a new "modular" system for
supporting the components inside the door.  The
supports are made from the same type of plastic
that is used in many of the newer door panels.
The plastic parts are usually black in color, which
makes the components difficult to see inside the
door.

Step 1 - Begin by wedging open the window near
the center.  Insert an inspection light and locate
the black plastic brace that runs diagonally
upward from the rear toward the inside door han-
dle.  The brace will be just to the rear of the "X"
shaped joint in the window regulator assembly
(see photo below).

Step 2 - Insert the angled end of the tool into the
door and lower it until it is below the plastic
brace.  Rotate the tool to the inside and then pull
up on the tool until it stops.  At this point, the tip
of the tool should be wedged between the plastic
brace and the diagonal linkage rod, which is hid-
den by the brace.  Rotate the handle of the tool
toward the rear of the van to push the linkage rod
forward, unlocking the van.

Note - Watch the inside lock control as you posi-
tion the tool.

Note - These vans are equipped with the GM-10
cut lock system. The door locks are plate-tumbler
locks and are generally easy to pick.  The direc-
tion of turn to pick the lock on the passenger side
is Clockwise.

Inside door view of the TT-1021 tool.  Note
the position of the tip of the tool in relation
to the diagonal brace and the "X" joint in
the window regulator mechanism.

1997 and up Toyota Camry
The 1997 and up Toyota Camry is a relatively dif-
ficult vehicle to open.  The vehicle is equipped
with horizontal linkage rods that are very well
shielded.  The best access to the inside lock con-
trol linkage rod is through a round opening abou
1" in diameter through the inside door skin.  The
TT-1021 tool is equipped with an index mark to
help you locate this opening.

Step 1 - Begin by wedging open the window at
the rear.  Insert the hooked end of the tool into
the door as far to the rear as possible.  Lower
the tool until the index mark on the tool is even
with the top of the weatherstrip.  

Step 2 - While holding the handle of the tool par-
allel to the weatherstrip, rotate the tip of the tool
toward the inside of the door until you feel it slip
into the opening in the inner skin of the door.
"Fish" downward and then upward with the tool
until you feel it hook onto the lower linkage rod
(see below).  

Step 3 - Watch the inside lock twisting the han-
dle end of the tool forward, to unlock the car.

Note - Some vehicles will be equipped with an
alarm system that will relock the door as fast as
you can unlock it.  Patience, persistence and
quick reflexes will be required to open the door
before it relocks.

Note - An inspection light can be used to help
postion the tool if desired.

Caution - The weatherstripping on this car fits
very tightly.  The use of an "Under the Window"
tool such as the TT-1015 is not recommended.
Using that type of tool may break the window or
damage the weatherstripping.

Alternate Method - The door locks on this car
are very difficult to pick because of the "Split-
Tumbler" construction used.  However, the locks
can be picked on occasion.  The direction of turn
for the passenger side door is Counter
Clockwise.

This opening is shielded by a
rigid black plastic guard.
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